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GENERAL NOTES FOR WATER METER AND BACK FLOW PREVENTER ASSEMBLY

1.

2. ALL CONNECTIONS TO BE FLANGED ENDS.

3. GALVANIZED PIPE SHALL NOT BE USED

WATER TURNOFF AND WINTERIZATION PROCEDURE

1. TURN OFF GATE VALVE AT WATER SOURCE SIDE OF ASSEMBLY.

2. OPEN VALVES LOCATED AT BOTH ENDS OF BACK FLOW PREVENTER.

3. REMOVE DRAIN PLUGS LOCATED IN THE FOLLOWING LOCATION:

A. 2 PLUGS AT PRESSURE REGULATOR.

B. 3 PLUGS AT BACK FLOW.

C. 1 PLUG AT PRESSURE RELIEF VALVE.

4. REVERSE PROCEDURE FOR WATER TURN ON. (#4 BARS 18" LONG)

5. PLACE A WEAKENED PLANE OR CONTACT JOINT WHERE LONGITUDINAL ALLEY GUTTER JOINS CONCRETE ALLEY
INTERSECTION.

6. ALL EXPOSED CORNERS ON PCC GUTTERS SHALL BE ROUNDED WITHIN 1/2" RADIUS.

7. CONCRETE SHALL BE INTEGRAL WITH CURB UNLESS OTHERWISE SPECIFIED.
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